
Product Description
3M� Universal Cover Tape (UCT) 2680 is a transparent, non-conductive, �lm tape 
with a synthetic, room temperature, pressure sensitive adhesive zone. 3M UCT 
2680 is speci�cally designed to seal electrical and electronic components into all 
embossed carrier tape materials, including paper.

Construction
Backing		 Adhesive
Transparent 	 Pressure Sensitive, 
Film		  Synthetic polymer

Available Widths
Universal Cover Tape 2680 is available in the standard widths listed below, 
supplied in 300 meter, splice free rolls.

Standard Sizes, (mm) Width

Carrier Tape 24 32 44 56

Cover Tape 21.3 25.5 37.4 49.4

Medial Width 18.3 22.5 34.4 46.4

Roll Length (meters) 300 300 300 300

Standard Packaging Format
Universal Cover Tape 2680 is available in standard packaging formats. Product is 
provided on a green plastic core, packaged with high density paper wafer inserts and 
a centering core. The product is then protected with a single, polyethylene bag and 
placed between two end-caps in a cardboard carton.

Typical Adhesive and Removal Properties
3M UCT 2680 has a simple process window. Desirable adhesion to carrier can be 
achieved through the application of pressure to the non-adhesive surface of the cover 
tape over the adhesive strips with a reciprocating pressure sensitive adhesive O-ring 
shoe, compliant roller, or mechanical mechanism for proper wet-out.  The removal 
(peel) force is obtained by peel initiation and removal of medial section of cover tape.  
Photos demonstrating typical peel initiation and removal force procedures are shown 
in this tech sheet. Visit www.3M.com/tapeandreel for full video viewing of these 
demonstrations. Removal force charts depict typical room temperature and aging 
characteristics of 3M Cover Tape 2680 sealed to 3M� Polycarbonate Carriers.
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